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Technical Features

7

Operation Axes

4 (3 linear + 1 angular)

Spindle

7.5 kW - 24000 rpm - Air cooled

Tool Holder Quantity

10 (5 Right & 5 Left)

Max Profile Processing Sizes

Amax: 250 mm | Bmax: 250 mm

Loadable Profile Lengths

Max: 4200 mm




Machining Unit

Profile Input Control Panel



Machining Unit

Axis Name Working Distance Servo Motor Working Speed

1.5 kW 2000 rpm 7.2

X Axis 5130 mm Nm FAGOR Servo Motor 100 m/min
without Brake
1.5 kW 2000 rpm 7.2

Y Axis 500 mm Nm FAGOR Servo Motor 700 m/min
without Brake

) 1.5 kW 2000 rpm FAGOR .
Z Axis >00 mm Servo Motor with Brake 70 m/min
A Axis +125° / -125° 1.5 kW 2000 rpm FAGOR 0.006 s/dec

(Angular Axis)

Servo Motor with Brake




Control Unit

FAGOR 8058-M ETHERCAT Communication CNC CONTROL UNIT
X-Y-Z-A Axes FAGOR BDCL 1.5 kW ETHERCAT Servo Drivers

SMC ETHERCAT EX 250 Pneumatic Valve System

19” Touchscreen PC Panel

FAGOR 8058-M 1000 Line Pre-reading




New Features

Automatic clamp scan system
Automatic tool cooling system
Automatic mechatronic lubrication

MRT 600 PRO




Machine Components

Inverter
YASKAWA

HSD
MECHATRONICS

AX drive capable)

Linear Rail

Reducer
(Angular Axis)
itomo

Sum

Reducer

GUDEL

Cable Channels
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M.S.K Motor Kompresor Mak. San. Tic. Ltd. Sti.
Address : NilUfer Organize Sanayi Bolgesi 113. Sk. No: 23 Niliifer Bursa Turkiye 16250
Telephone : 490224 411 07 46

Fax : 490224 41107 49
E-mail : info@ozgencmakina.com.tr
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Thank you for choosing us...



